FM-MAIN:6 # show configuration

#

# Black Diamond Configuration generated Sat Feb 26 13:07:30 2000

# Software Version 4.1.11 (Build 2)   By Release_Master  on Fri 09/17/1999   4:21p

configure slot 1 module g4x

configure slot 2 module g4x

configure slot 5 module f32t

configure slot 6 module f32t

configure qosmode ingress

disable pace

configure dot1q ethertype 8100

config qosprofile QP1 minbw 0% maxbw 100% priority Low

config qosprofile QP2 minbw 0% maxbw 100% priority Normal

config qosprofile QP3 minbw 0% maxbw 100% priority Medium

config qosprofile QP4 minbw 0% maxbw 100% priority High

config qosprofile qp-lycos minbw 0% maxbw 100% priority Low

config qosprofile qp-lycos-block minbw 0% maxbw 0% priority Low

delete protocol ip

delete protocol ipx

delete protocol netbios

delete protocol decnet

delete protocol appletalk

delete protocol ipx_8022

delete protocol ipx_snap

create protocol ipx_snap

create protocol ipx_8022

create protocol appletalk

create protocol decnet

create protocol netbios

create protocol ipx

create protocol IP

create vlan "test"

create vlan "fm-115-2"

create vlan "uplink2"create vlan "ionation"

create vlan "lycos"

create vlan "intizen"

create vlan "dizzo"

create vlan "uplink"

create vlan "fm-113"

create vlan "donga"

create vlan "saerom"

create vlan "fm-114"

create vlan "bestnow"

configure vlan default delete ports all

#

# Config information for VLAN Default.

config vlan "Default" tag 1     

# VLAN-ID=0x1  Global Tag 1

config vlan "Default" protocol "ANY"

config vlan "Default" qosprofile "QP1"

# No IP address is configured for VLAN Default.

configure vlan "Default" add port 1:2 untagged

configure vlan "Default" add port 2:4 untagged

#

# Config information for VLAN test.

# No VLAN-ID is associated with VLAN test.

config vlan "test" protocol "ANY"

config vlan "test" qosprofile "QP1"

config vlan "test" ipaddress 210.116.115.62 255.255.255.192

configure vlan "test" add port 6:1 untagged

configure vlan "test" add port 6:2 untagged

configure vlan "test" add port 6:3 untagged

configure vlan "test" add port 6:4 untagged

configure vlan "test" add port 6:5 untagged

configure vlan "test" add port 6:6 untagged

configure vlan "test" add port 6:7 untagged

configure vlan "test" add port 6:8 untagged

configure vlan "test" add port 6:9 untagged

configure vlan "test" add port 6:10 untagged

#

# Config information for VLAN fm-115-2.

# No VLAN-ID is associated with VLAN fm-115-2.

config vlan "fm-115-2" protocol "ANY"

config vlan "fm-115-2" qosprofile "QP1"

config vlan "fm-115-2" ipaddress 210.116.115.254 255.255.255.128

configure vlan "fm-115-2" add port 6:21 untagged

configure vlan "fm-115-2" add port 6:22 untagged

#

# Config information for VLAN uplink2.

# No VLAN-ID is associated with VLAN uplink2.

config vlan "uplink2" protocol "ANY"

config vlan "uplink2" qosprofile "QP1"

config vlan "uplink2" ipaddress 203.255.119.198 255.255.255.252

configure vlan "uplink2" add port 1:3 untagged

#

# Config information for VLAN ionation.

# No VLAN-ID is associated with VLAN ionation.

config vlan "ionation" protocol "ANY"

config vlan "ionation" qosprofile "QP1"

config vlan "ionation" ipaddress 210.109.56.254 255.255.255.0

configure vlan "ionation" add port 6:31 untagged

configure vlan "ionation" add port 6:32 untagged

#

# Config information for VLAN lycos.

# No VLAN-ID is associated with VLAN lycos.

config vlan "lycos" protocol "ANY"

config vlan "lycos" qosprofile "QP1"

config vlan "lycos" ipaddress 203.235.116.125 255.255.255.128

configure vlan "lycos" add port 1:4 untagged

configure vlan "lycos" add port 2:3 untagged

configure vlan "lycos" add port 5:2 untagged

configure vlan "lycos" add port 5:3 untagged

#

# Config information for VLAN intizen.

# No VLAN-ID is associated with VLAN intizen.

config vlan "intizen" protocol "ANY"

config vlan "intizen" qosprofile "QP1"

config vlan "intizen" ipaddress 203.235.116.190 255.255.255.128

configure vlan "intizen" add port 5:5 untagged

configure vlan "intizen" add port 5:6 untagged

#

# Config information for VLAN dizzo.

# No VLAN-ID is associated with VLAN dizzo.

config vlan "dizzo" protocol "ANY"

config vlan "dizzo" qosprofile "QP1"

config vlan "dizzo" ipaddress 203.235.118.254 255.255.255.0

configure vlan "dizzo" add port 2:2 untagged

configure vlan "dizzo" add port 5:9 untagged

configure vlan "dizzo" add port 5:10 untagged

#

# Config information for VLAN uplink.

# No VLAN-ID is associated with VLAN uplink.

config vlan "uplink" protocol "ANY"

config vlan "uplink" qosprofile "QP1"

config vlan "uplink" ipaddress 203.255.119.130 255.255.255.252

configure vlan "uplink" add port 1:1 untagged

#

# Config information for VLAN fm-113.

# No VLAN-ID is associated with VLAN fm-113.

config vlan "fm-113" protocol "ANY"

config vlan "fm-113" qosprofile "QP1"

config vlan "fm-113" ipaddress 210.116.113.254 255.255.255.0

configure vlan "fm-113" add port 5:23 untagged

configure vlan "fm-113" add port 5:24 untagged

configure vlan "fm-113" add port 5:25 untagged

configure vlan "fm-113" add port 5:26 untagged

configure vlan "fm-113" add port 5:27 untagged

configure vlan "fm-113" add port 5:28 untagged

configure vlan "fm-113" add port 5:29 untagged

configure vlan "fm-113" add port 5:30 untagged

configure vlan "fm-113" add port 5:31 untagged

configure vlan "fm-113" add port 5:32 untagged

#

# Config information for VLAN donga.

# No VLAN-ID is associated with VLAN donga.

config vlan "donga" protocol "ANY"

config vlan "donga" qosprofile "QP1"

config vlan "donga" ipaddress 210.115.155.254 255.255.255.0

configure vlan "donga" add port 6:29 untagged

configure vlan "donga" add port 6:30 untagged

#

# Config information for VLAN saerom.

# No VLAN-ID is associated with VLAN saerom.

config vlan "saerom" protocol "ANY"

config vlan "saerom" qosprofile "QP1"

config vlan "saerom" ipaddress 210.116.114.126 255.255.255.224

configure vlan "saerom" add port 6:27 untagged

configure vlan "saerom" add port 6:28 untagged

#

# Config information for VLAN fm-114.

# No VLAN-ID is associated with VLAN fm-114.

config vlan "fm-114" protocol "ANY"

config vlan "fm-114" qosprofile "QP1"

config vlan "fm-114" ipaddress 210.116.114.254 255.255.255.128

configure vlan "fm-114" add port 6:25 untagged

configure vlan "fm-114" add port 6:26 untagged

#

# Config information for VLAN bestnow.

# No VLAN-ID is associated with VLAN bestnow.

config vlan "bestnow" protocol "ANY"

config vlan "bestnow" qosprofile "QP1"

config vlan "bestnow" ipaddress 203.239.52.94 255.255.255.240

configure vlan "bestnow" add port 6:23 untagged

configure vlan "bestnow" add port 6:24 untagged

# Boot information

use image primary

use configuration primary

# syslog configuration

configure log display info

disable log display

configure syslog 0.0.0.0 local0 info

disable syslog

delete account user

configure account admin encrypted

5V0UF7$83Ay9Je616pPFSgTjT4Tq/

5V0UF7$83Ay9Je616pPFSgTjT4Tq/

create account user "user" encrypted "bl0mF7$8xVShVIWFUN1uwlJlnEpu1"

create account user "server" encrypted "Vr5qZM$svKVKLMf2aeGR9iH50t1f1"

create account user "comtec" encrypted "KF1KE0$DaOZbbaj.znyzDDNYzsHL."

create account user "noc" encrypted "8l0zE5$HWuLaWS2dcZ9oAbFtDvzy0"

enable telnet

configure banner

disable web

enable snmp access

enable snmp trap

configure snmp community readwrite "skffuqjfu"

configure snmp community readonly "fsnmp"

configure snmp sysName "FM-MAIN"

configure snmp sysLocation "Inet Hosting Center"

configure snmp sysContact "support@extremenetworks.com, +1 888 257 3000"

disable rmon

disable idletimeouts

enable clipaging

enable cli-config-logging

configure port 1:1 display-string "BigIron(Uplink)"

configure port 1:1 auto off duplex full

enable edp port 1:1

configure port 1:2 auto on

enable edp port 1:2

configure port 1:3 auto off duplex full

enable edp port 1:3

configure port 1:4 auto on

enable edp port 1:4

configure port 2:1 display-string "SSR2000(netian)"

configure port 2:1 auto off duplex full

enable edp port 2:1

configure port 2:2 auto off duplex full

enable edp port 2:2

configure port 2:3 auto on

enable edp port 2:3

configure port 2:4 auto on

enable edp port 2:4

configure port 5:1 auto on

enable edp port 5:1

configure port 5:2 auto off speed 100 duplex full

enable edp port 5:2

configure port 5:3 auto off speed 100 duplex full

enable edp port 5:3

configure port 5:4 auto on

enable edp port 5:4

configure port 5:5 auto on

enable edp port 5:5

configure port 5:6 auto on

enable edp port 5:6

configure port 5:7 display-string "C2924(room)"

configure port 5:7 auto on

enable edp port 5:7

configure port 5:8 auto on

enable edp port 5:8

configure port 5:9 auto off speed 100 duplex full

enable edp port 5:9

configure port 5:10 auto on

enable edp port 5:10

configure port 5:11 auto on

enable edp port 5:11

configure port 5:12 auto on

enable edp port 5:12

configure port 5:13 auto on

enable edp port 5:13

configure port 5:14 auto on

enable edp port 5:14

configure port 5:15 auto on

enable edp port 5:15

configure port 5:16 auto off speed 100 duplex full

enable edp port 5:16

configure port 5:17 auto on

enable edp port 5:17

configure port 5:18 auto on

enable edp port 5:18

configure port 5:19 auto on

enable edp port 5:19

configure port 5:20 auto on

enable edp port 5:20

configure port 5:21 auto on

enable edp port 5:21

configure port 5:22 auto on

enable edp port 5:22

configure port 5:23 auto on

enable edp port 5:23

configure port 5:24 auto on

enable edp port 5:24configure port 5:25 auto on

enable edp port 5:25

configure port 5:26 auto on

enable edp port 5:26

configure port 5:27 auto on

enable edp port 5:27

configure port 5:28 auto on

enable edp port 5:28

configure port 5:29 auto on

enable edp port 5:29

configure port 5:30 auto off speed 100 duplex full

enable edp port 5:30

configure port 5:31 auto off speed 100 duplex full

enable edp port 5:31

configure port 5:32 auto on

enable edp port 5:32

configure port 6:1 display-string "Traffic Monitor"

configure port 6:1 auto on

enable edp port 6:1

configure port 6:2 display-string "Traffic Monitor"

configure port 6:2 auto on

enable edp port 6:2

configure port 6:3 display-string "Traffic Monitor"

configure port 6:3 auto on

enable edp port 6:3

configure port 6:4 display-string "Traffic Monitor"

configure port 6:4 auto on

enable edp port 6:4

configure port 6:5 auto on

enable edp port 6:5

configure port 6:6 auto on

enable edp port 6:6

configure port 6:7 auto on

enable edp port 6:7

configure port 6:8 auto on

enable edp port 6:8

configure port 6:9 auto on

enable edp port 6:9

configure port 6:10 auto on

configure port 6:11 auto on

enable edp port 6:11

configure port 6:12 auto on

enable edp port 6:12

configure port 6:13 auto on

enable edp port 6:13

configure port 6:14 auto on

enable edp port 6:14

configure port 6:15 auto on

enable edp port 6:15

configure port 6:16 auto on

enable edp port 6:16

configure port 6:17 auto on

enable edp port 6:17

configure port 6:18 auto on

enable edp port 6:18

configure port 6:19 auto on

enable edp port 6:19

configure port 6:20 auto on

enable edp port 6:20

configure port 6:21 auto on

enable edp port 6:21

configure port 6:22 auto on

enable edp port 6:22

configure port 6:23 auto on

enable edp port 6:23

configure port 6:24 auto on

enable edp port 6:24

configure port 6:25 auto on

enable edp port 6:25

configure port 6:26 auto off speed 100 duplex half

enable edp port 6:26

configure port 6:27 auto on

enable edp port 6:27

configure port 6:28 auto on

enable edp port 6:28

configure port 6:29 auto on

enable edp port 6:29

configure port 6:30 auto on

enable edp port 6:30

enable edp port 6:10

configure port 6:31 auto on

enable edp port 6:31

configure port 6:32 auto on

enable edp port 6:32

# Protocol definitions

configure protocol ipx_snap add snap 8137

configure protocol ipx_8022 add llc e0e0

configure protocol appletalk add snap 809b snap 80f3

configure protocol decnet add etype 6003 etype 6004

configure protocol netbios add llc f0f0

configure protocol ipx add etype 8137

configure protocol IP add etype 800 etype 806

# Spanning tree information

configure s0 add vlan Default

configure s0 add vlan test

configure s0 add vlan fm-115-2

configure s0 add vlan uplink2

configure s0 add vlan ionation

configure s0 add vlan lycos

configure s0 add vlan intizen

configure s0 add vlan dizzo

configure s0 add vlan uplink

configure s0 add vlan fm-113

configure s0 add vlan donga

configure s0 add vlan saerom

configure s0 add vlan fm-114

configure s0 add vlan bestnow

disable stpd s0

enable stpd s0 port 1:1

configure stpd s0 port cost 4 1:1

enable stpd s0 port 1:2

configure stpd s0 port cost 4 1:2

enable stpd s0 port 1:3

configure stpd s0 port cost 4 1:3

enable stpd s0 port 1:4

configure stpd s0 port cost 4 1:4

enable stpd s0 port 2:2

configure stpd s0 port cost 4 2:2

enable stpd s0 port 2:3

configure stpd s0 port cost 4 2:3

enable stpd s0 port 2:4

configure stpd s0 port cost 4 2:4

enable stpd s0 port 5:2

configure stpd s0 port cost 19 5:2

enable stpd s0 port 5:3

configure stpd s0 port cost 19 5:3

enable stpd s0 port 5:5

configure stpd s0 port cost 19 5:5

enable stpd s0 port 5:6

configure stpd s0 port cost 100 5:6

enable stpd s0 port 5:9

configure stpd s0 port cost 19 5:9

enable stpd s0 port 5:10

configure stpd s0 port cost 100 5:10

enable stpd s0 port 5:23

configure stpd s0 port cost 19 5:23

enable stpd s0 port 5:24

configure stpd s0 port cost 100 5:24

enable stpd s0 port 5:25

configure stpd s0 port cost 19 5:25

enable stpd s0 port 5:26

configure stpd s0 port cost 19 5:26

enable stpd s0 port 5:27

configure stpd s0 port cost 19 5:27

enable stpd s0 port 5:28

configure stpd s0 port cost 19 5:28

enable stpd s0 port 5:29

configure stpd s0 port cost 19 5:29

enable stpd s0 port 5:30

configure stpd s0 port cost 19 5:30

enable stpd s0 port 5:31

configure stpd s0 port cost 19 5:31

enable stpd s0 port 5:32

configure stpd s0 port cost 19 5:32

enable stpd s0 port 6:1

configure stpd s0 port cost 19 6:1

enable stpd s0 port 6:2

configure stpd s0 port cost 19 6:2

enable stpd s0 port 6:3

configure stpd s0 port cost 19 6:3

enable stpd s0 port 6:4

configure stpd s0 port cost 19 6:4

enable stpd s0 port 6:5

configure stpd s0 port cost 19 6:5

enable stpd s0 port 6:6

configure stpd s0 port cost 100 6:6

enable stpd s0 port 6:7

configure stpd s0 port cost 100 6:7

enable stpd s0 port 6:8

configure stpd s0 port cost 100 6:8

enable stpd s0 port 6:9

configure stpd s0 port cost 100 6:9

enable stpd s0 port 6:10

configure stpd s0 port cost 100 6:10

enable stpd s0 port 6:21

configure stpd s0 port cost 19 6:21

enable stpd s0 port 6:22

configure stpd s0 port cost 100 6:22

enable stpd s0 port 6:23

configure stpd s0 port cost 100 6:23

enable stpd s0 port 6:24

configure stpd s0 port cost 100 6:24

enable stpd s0 port 6:25

configure stpd s0 port cost 19 6:25

enable stpd s0 port 6:26

configure stpd s0 port cost 19 6:26

enable stpd s0 port 6:27

configure stpd s0 port cost 19 6:27

enable stpd s0 port 6:28

configure stpd s0 port cost 19 6:28

enable stpd s0 port 6:29

configure stpd s0 port cost 19 6:29

enable stpd s0 port 6:30

configure stpd s0 port cost 100 6:30

enable stpd s0 port 6:31

configure stpd s0 port cost 100 6:31

enable stpd s0 port 6:32

configure stpd s0 port cost 19 6:32 

# GVRP configuration

disable gvrp

config gvrp both ports 1:1

config gvrp both ports 1:2

config gvrp both ports 1:3

config gvrp both ports 1:4

config gvrp both ports 2:1

config gvrp both ports 2:2

config gvrp both ports 2:3

config gvrp both ports 2:4

config gvrp both ports 5:1

config gvrp both ports 5:2

config gvrp both ports 5:3

config gvrp both ports 5:4

config gvrp both ports 5:5

config gvrp both ports 5:6

config gvrp both ports 5:7

config gvrp both ports 5:8

config gvrp both ports 5:9

config gvrp both ports 5:10

config gvrp both ports 5:11

config gvrp both ports 5:12

config gvrp both ports 5:13

config gvrp both ports 5:14

config gvrp both ports 5:15

config gvrp both ports 5:16

config gvrp both ports 5:17

config gvrp both ports 5:18

config gvrp both ports 5:19

config gvrp both ports 5:20

config gvrp both ports 5:21

config gvrp both ports 5:22

config gvrp both ports 5:23

config gvrp both ports 5:24

config gvrp both ports 5:25

config gvrp both ports 5:26

config gvrp both ports 5:27

config gvrp both ports 5:28

config gvrp both ports 5:29

config gvrp both ports 5:30

config gvrp both ports 5:31

config gvrp both ports 5:32

config gvrp both ports 6:1

config gvrp both ports 6:2

config gvrp both ports 6:3

config gvrp both ports 6:4

config gvrp both ports 6:5

config gvrp both ports 6:6

config gvrp both ports 6:7

config gvrp both ports 6:8

config gvrp both ports 6:9

config gvrp both ports 6:10

config gvrp both ports 6:11

config gvrp both ports 6:12

config gvrp both ports 6:13

config gvrp both ports 6:14

config gvrp both ports 6:15

config gvrp both ports 6:16

config gvrp both ports 6:17

config gvrp both ports 6:18

config gvrp both ports 6:19

config gvrp both ports 6:20

config gvrp both ports 6:21

config gvrp both ports 6:22

config gvrp both ports 6:23

config gvrp both ports 6:24

config gvrp both ports 6:25

config gvrp both ports 6:26

config gvrp both ports 6:27

config gvrp both ports 6:28

config gvrp both ports 6:29

config gvrp both ports 6:30

config gvrp both ports 6:31

config gvrp both ports 6:32

# MAC FDB configuration and static entries

configure fdb agingtime 300

config iparp timeout 20

unconfigure vlan Default ipaddress

# -- IP Interface[1] = "test"

enable ipforwarding vlan test

enable ipforwarding broadcast vlan test

disable isq vlan test

disable irdp vlan test

enable icmp unreachable vlan test

enable icmp redirects vlan test

# -- IP Interface[2] = "fm-115-2"

enable ipforwarding vlan fm-115-2

enable ipforwarding broadcast vlan fm-115-2

disable isq vlan fm-115-2

disable irdp vlan fm-115-2

enable icmp unreachable vlan fm-115-2

enable icmp redirects vlan fm-115-2

# -- IP Interface[6] = "uplink2"

enable ipforwarding vlan uplink2

enable ipforwarding broadcast vlan uplink2

disable isq vlan uplink2

disable irdp vlan uplink2

enable icmp unreachable vlan uplink2

enable icmp redirects vlan uplink2

# -- IP Interface[4] = "ionation"

enable ipforwarding vlan ionation

enable ipforwarding broadcast vlan ionation

disable isq vlan ionation

disable irdp vlan ionation

enable icmp unreachable vlan ionation

enable icmp redirects vlan ionation

# -- IP Interface[3] = "lycos"

enable ipforwarding vlan lycos

enable ipforwarding broadcast vlan lycos

disable isq vlan lycos

disable irdp vlan lycos

enable icmp unreachable vlan lycos

enable icmp redirects vlan lycos

# -- IP Interface[7] = "intizen"

enable ipforwarding vlan intizen

enable ipforwarding broadcast vlan intizen

disable isq vlan intizen

disable irdp vlan intizen

enable icmp unreachable vlan intizen

enable icmp redirects vlan intizen

# -- IP Interface[8] = "dizzo"

enable ipforwarding vlan dizzo

enable ipforwarding broadcast vlan dizzo

disable isq vlan dizzo

disable irdp vlan dizzo

enable icmp unreachable vlan dizzo

enable icmp redirects vlan dizzo

# -- IP Interface[0] = "uplink"

enable ipforwarding vlan uplink

enable ipforwarding broadcast vlan uplink

disable isq vlan uplink

disable irdp vlan uplink

enable icmp unreachable vlan uplink

enable icmp redirects vlan uplink

# -- IP Interface[10] = "fm-113"

enable ipforwarding vlan fm-113

enable ipforwarding broadcast vlan fm-113

disable isq vlan fm-113

disable irdp vlan fm-113

enable icmp unreachable vlan fm-113

enable icmp redirects vlan fm-113

# -- IP Interface[11] = "donga"

enable ipforwarding vlan donga

enable ipforwarding broadcast vlan donga

disable isq vlan donga

disable irdp vlan donga

enable icmp unreachable vlan donga

enable icmp redirects vlan donga

# -- IP Interface[5] = "saerom"

enable ipforwarding vlan saerom

enable ipforwarding broadcast vlan saerom

disable isq vlan saerom

disable irdp vlan saerom

enable icmp unreachable vlan saerom

enable icmp redirects vlan saerom

# -- IP Interface[12] = "fm-114"

enable ipforwarding vlan fm-114

enable ipforwarding broadcast vlan fm-114

disable isq vlan fm-114

disable irdp vlan fm-114

enable icmp unreachable vlan fm-114

enable icmp redirects vlan fm-114

# -- IP Interface[9] = "bestnow"

enable ipforwarding vlan bestnow

enable ipforwarding broadcast vlan bestnow

disable isq vlan bestnow

disable irdp vlan bestnow

enable icmp unreachable vlan bestnow

enable icmp redirects vlan bestnow

# Global IP settings.

configure irdp 450 600 1800 0

configure irdp broadcast

disable icmp useredirects

disable iproute sharing

disable multinet

disable bootprelay

#

# IP ARP Configuration

config iparp add 210.116.114.100 03:bb:d2:74:72:64

config iparp add 210.116.114.97 03:bb:d2:74:72:61

config iparp add 203.235.121.101 03:bf:cb:eb:79:65

#

# IP Route Configuration

config iproute add default 203.255.119.129 1

config iproute add default 203.255.119.197 1

# Multicast configuration

config igmp 125 10 1

enable igmp snooping

configure igmp snooping timer 260 260

disable ipmcforwarding uplink

enable igmp uplink

disable ipmcforwarding uplink2

enable igmp uplink2

disable ipmcforwarding lycos

enable igmp lycos

disable ipmcforwarding fm-115-2

enable igmp fm-115-2

disable ipmcforwarding bestnow

enable igmp bestnow

disable ipmcforwarding fm-114

enable igmp fm-114

disable ipmcforwarding donga

enable igmp donga

disable ipmcforwarding fm-113

enable igmp fm-113

disable ipmcforwarding dizzo

enable igmp dizzo

disable ipmcforwarding intizen

enable igmp intizen

enable ipmcforwarding saerom

enable igmp saerom

disable ipmcforwarding ionation

enable igmp ionation

disable ipmcforwarding test

enable igmp test

# RIP interface configuration

config rip delete vlan uplink

config rip txmode v2only vlan uplink

config rip rxmode any vlan uplink

config rip vlan uplink trusted-gateway None

config rip vlan uplink import-filter None

config rip vlan uplink export-filter None

config rip delete vlan uplink2

config rip txmode v2only vlan uplink2

config rip rxmode any vlan uplink2

config rip vlan uplink2 trusted-gateway None

config rip vlan uplink2 import-filter None

config rip vlan uplink2 export-filter None

config rip delete vlan lycos

config rip txmode v2only vlan lycos

config rip rxmode any vlan lycos

config rip vlan lycos trusted-gateway None

config rip vlan lycos import-filter None

config rip vlan lycos export-filter None

config rip delete vlan fm-115-2

config rip txmode v2only vlan fm-115-2

config rip rxmode any vlan fm-115-2

config rip vlan fm-115-2 trusted-gateway None

config rip vlan fm-115-2 import-filter None

config rip vlan fm-115-2 export-filter None

config rip delete vlan bestnow

config rip txmode v2only vlan bestnow

config rip rxmode any vlan bestnow

config rip vlan bestnow trusted-gateway None

config rip vlan bestnow import-filter None

config rip vlan bestnow export-filter None

config rip delete vlan fm-114

config rip txmode v2only vlan fm-114

config rip rxmode any vlan fm-114

config rip vlan fm-114 trusted-gateway None

config rip vlan fm-114 import-filter None

config rip vlan fm-114 export-filter None

config rip delete vlan donga

config rip txmode v2only vlan donga

config rip rxmode any vlan donga

config rip vlan donga trusted-gateway None

config rip vlan donga import-filter None

config rip vlan donga export-filter None

config rip delete vlan fm-113

config rip txmode v2only vlan fm-113

config rip rxmode any vlan fm-113

config rip vlan fm-113 trusted-gateway None

config rip vlan fm-113 import-filter None

config rip vlan fm-113 export-filter None

config rip delete vlan dizzo

config rip txmode v2only vlan dizzo

config rip rxmode any vlan dizzo

config rip vlan dizzo trusted-gateway None

config rip vlan dizzo import-filter None

config rip vlan dizzo export-filter None

config rip delete vlan intizen

config rip txmode v2only vlan intizen

config rip rxmode any vlan intizen

config rip vlan intizen trusted-gateway None

config rip vlan intizen import-filter None

config rip vlan intizen export-filter None

config rip delete vlan saerom

config rip txmode v2only vlan saerom

config rip rxmode any vlan saerom

config rip vlan saerom trusted-gateway None

config rip vlan saerom import-filter None

config rip vlan saerom export-filter None

config rip delete vlan ionation

config rip txmode v2only vlan ionation

config rip rxmode any vlan ionation

config rip vlan ionation trusted-gateway None

config rip vlan ionation import-filter None

config rip vlan ionation export-filter None

config rip delete vlan test

config rip txmode v2only vlan test

config rip rxmode any vlan test

config rip vlan test trusted-gateway None

config rip vlan test import-filter None

config rip vlan test export-filter None

# RIP global parameter configuration

disable rip aggregation

enable rip splithorizon

enable rip poisonreverse

enable rip triggerupdate

disable rip export static

disable rip export ospf-intra

disable rip export ospf-inter

disable rip export ospf-extern1

disable rip export ospf-extern2

config rip updatetime 30

config rip routetimeout 180

config rip garbagetime 120

# RIP Global enable/disable state

disable rip

#

# DVMRP Router Configuration

#

config DVMRP timer 60 140

disable DVMRP

config DVMRP vlan uplink timer 10 35

config DVMRP vlan test timer 10 35

config DVMRP vlan fm-115-2 timer 10 35

config DVMRP vlan lycos timer 10 35

config DVMRP vlan ionation timer 10 35

config DVMRP vlan saerom timer 10 35

config DVMRP vlan uplink2 timer 10 35

config DVMRP vlan intizen timer 10 35

config DVMRP vlan dizzo timer 10 35

config DVMRP vlan bestnow timer 10 35

config DVMRP vlan fm-113 timer 10 35

config DVMRP vlan donga timer 10 35

config DVMRP vlan fm-114 timer 10 35

#

# PIM Router Configuration

#

disable pim-dm

# Ospf Area Cfg

create ospf area 0.0.0.0

config ospf area 0.0.0.0 interarea-filter None

config ospf area 0.0.0.0 external-filter None

create ospf area 0.0.0.100

config ospf area 0.0.0.100 interarea-filter None

config ospf area 0.0.0.100 external-filter None

# Ospf Range Cfg

# Interface cfgconfig ospf vlan uplink area 0.0.0.0

config ospf vlan uplink cost 1

config ospf vlan uplink priority 1

config ospf vlan uplink timer 5 1 10 40

config ospf vlan uplink authentication none

config ospf vlan uplink2 area 0.0.0.0

config ospf vlan uplink2 cost 1

config ospf vlan uplink2 priority 1

config ospf vlan uplink2 timer 5 1 10 40

config ospf vlan uplink2 authentication none

config ospf vlan lycos area 0.0.0.0

config ospf vlan lycos cost 1

config ospf vlan lycos priority 1

config ospf vlan lycos timer 5 1 10 40

config ospf vlan lycos authentication none

config ospf vlan fm-115-2 area 0.0.0.0

config ospf vlan fm-115-2 cost 1

config ospf vlan fm-115-2 priority 1

config ospf vlan fm-115-2 timer 5 1 10 40

config ospf vlan fm-115-2 authentication none

config ospf vlan bestnow area 0.0.0.0

config ospf vlan bestnow cost 1

config ospf vlan bestnow priority 1

config ospf vlan bestnow timer 5 1 10 40

config ospf vlan bestnow authentication none

config ospf vlan fm-114 area 0.0.0.0

config ospf vlan fm-114 cost 1

config ospf vlan fm-114 priority 1

config ospf vlan fm-114 timer 5 1 10 40

config ospf vlan fm-114 authentication none

config ospf vlan donga area 0.0.0.0

config ospf vlan donga cost 1

config ospf vlan donga priority 1

config ospf vlan donga timer 5 1 10 40

config ospf vlan donga authentication none

config ospf vlan fm-113 area 0.0.0.0

config ospf vlan fm-113 cost 1

config ospf vlan fm-113 priority 1

config ospf vlan fm-113 timer 5 1 10 40

config ospf vlan fm-113 authentication none

config ospf vlan dizzo area 0.0.0.0

config ospf vlan dizzo cost 1

config ospf vlan dizzo priority 1

config ospf vlan dizzo timer 5 1 10 40

config ospf vlan dizzo authentication none

config ospf vlan intizen area 0.0.0.0

config ospf vlan intizen cost 1

config ospf vlan intizen priority 1

config ospf vlan intizen timer 5 1 10 40

config ospf vlan intizen authentication none

config ospf vlan saerom area 0.0.0.0

config ospf vlan saerom cost 1

config ospf vlan saerom priority 1

config ospf vlan saerom timer 5 1 10 40

config ospf vlan saerom authentication none

config ospf vlan ionation area 0.0.0.0

config ospf vlan ionation cost 1

config ospf vlan ionation priority 1

config ospf vlan ionation timer 5 1 10 40

config ospf vlan ionation authentication none

config ospf vlan test area 0.0.0.0

config ospf vlan test cost 1

config ospf vlan test priority 1

config ospf vlan test timer 5 1 10 40

config ospf vlan test authentication none

# Virtual Link cfg

# OSPF Router Cfg

disable ospf export static

disable ospf export rip

# ESRP Interface Configuration

config vlan test esrp priority 0

config vlan test esrp timer 2

config vlan fm-115-2 esrp priority 0

config vlan fm-115-2 esrp timer 2

config vlan uplink2 esrp priority 0

config vlan uplink2 esrp timer 2

config vlan ionation esrp priority 0

config vlan ionation esrp timer 2

config vlan lycos esrp priority 0

config vlan lycos esrp timer 2

config vlan intizen esrp priority 0

config vlan intizen esrp timer 2

config vlan dizzo esrp priority 0

config vlan dizzo esrp timer 2

config vlan uplink esrp priority 0

config vlan uplink esrp timer 2

config vlan fm-113 esrp priority 0

config vlan fm-113 esrp timer 2

config vlan donga esrp priority 0

config vlan donga esrp timer 2

config vlan saerom esrp priority 0

config vlan saerom esrp timer 2

config vlan fm-114 esrp priority 0

config vlan fm-114 esrp timer 2

config vlan bestnow esrp priority 0

config vlan bestnow esrp timer 2

# IPX routing configuration

enable ipxrip

enable ipxsap

configure ipxmaxhops 16

# IPX static routes

# IPX static services

configure dns-client add 203.255.112.34

# SNTP client configuration

enable sntp-client

configure sntp-client primary server "203.255.112.4"

configure sntp-client secondary server ""

configure sntp-client update-interval 60

configure timezone 540 autodst

disable radius

unconfigure radius server primary

unconfigure radius server secondary

configure radius primary shared-secret ""

configure radius secondary shared-secret "" 

#

# End of configuration file for "FM-MAIN".

#

FM-MAIN:7 #
